
DIGITALE TOOLS ZUR 
VEREINFACHUNG  
DER ARBEIT

WWW.KI-TS.COM

BIM, Exper-tek® 
und Spezifikationstexte



SPAREN SIE GELD UND WERTVOLLE 
ZEIT MIT UNSEREN BIM-INTEGRIERTEN 
PRODUKTEN!
Freie und gebrauchsfertige BIM-Objekte. 
Sparen Sie Zeit und verbessern Sie Ihre Projekte 
mit hochwertigen technischen Dämmpro-
dukten! Entdecken Sie unsere ausgeklügelten 
Lösungen für die Produktpaletten Thermo-teK 
und Fire-teK, verfügbar in den Formaten Revit 
und Ifc.

NUTZEN SIE DIE VORTEILE
• 	� Gebrauchsfertige BIM-Objekte für Ihre 

Projekte
• 	� Verfügbar in den Formaten Revit und 

Ifc
• 	� Vorschlag der am besten geeigneten 

Produkte mittels Dynamo
• 	� Intuitive und einfache Video-Tutorials/

Dokumentation
• 	 Regelmäßig freie Webinare

JETZT AUCH FÜR UNSERE  
TECHNISCHEN DÄMMPRODUKTE!

Gebäudedatenmodellierung (bzw. Building Information Modelling - BIM) ist 
ein digitales, zukunftsorientiertes Verfahren zur Planung, Errichtung und zum 
Betrieb von Gebäuden, das die Produktivität in der Bauwirtschaft fördert.  
Es basiert auf nutzbaren Daten, die in jeder Phase des Lebenszyklus eines 
Gebäudes, von der Planung bis zum Abriss, zur Verfügung stehen.

BIM - UNSERE NEUE PLANUNGSERFAHRUNG FÜR SIE

KOSTENLOS UND ONLINE 
JEDERZEIT AUF  WWW.KI-TS.COM

UNSER SPEZIFIKATIONSTEAM STEHT IHNEN FÜR RÜCKFRAGEN ZUR VERFÜGUNG. 
BITTE KONTAKTIEREN SIE UNS PER E-MAIL: BIM-TS@KNAUFINSULATION.COM



KONTAKT: 
TS@KNAUFINSULATION.COM

BIM - UNSERE NEUE PLANUNGSERFAHRUNG FÜR SIE

KOSTENLOS UND ONLINE 
JEDERZEIT AUF  WWW.KI-TS.COM

KNAUF INSULATION 
SPEZIFIKATIONSTEAM

BIM JETZT AUCH FÜR TECHNISCHE DÄMMPRODUKTE

NEW!
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Unser hoch qualifiziertes 
und international erfahrenes 
Spezifikationsteam steht Ihnen 
jederzeit zur Unterstützung zur 
Verfügung.

Technische Beratung bei  
Projektplanung und Spezifikationen  

Technischer Support zu Produkten  

Kompetenz in industrieller  
Dämmung und HLK  

Know-how über lokale  
Marktanforderungen  

Einsatz in ganz Europa     

Kompetenz auch für EIIF TipCHECK  

KNAUF INSULATIONSPECIFICATION TEAM

W

W
W.KI-TS.COM

SUPPORT



Die intuitive und leicht verständliche 
Benutzerführung ermöglicht Ihnen 
eine unkomplizierte Berechnung von 
Wärmeverlusten und Energiekosten. 
In nur 5 Schritten kommen Sie ans Ziel 
und haben aufgrund VDI-zertifizierter 
Berechnungsmethoden zuverlässige 
Ergebnisse.

KONTAKTIEREN SIE UNSEREN SUPPORT JEDERZEIT UNTER 
EXPERTEK@KNAUFINSULATION.COM

VORTEILE

	 Intuitive und leichte Benutzerführung

	 Jederzeit online und kostenlos zugänglich

	� Unkomplizierte Wärmedämmungsberech-
nung und Energiekostenberechnung in 
5 Schritten

	� Vorschlag der besten Materiallösungen

	� VDI-zertifizierte/ISO 12241-Berechnungs-
methoden

	 In zahlreichen Sprachen verfügbar

	� Berechnungen für Rohrleitungen, Kanäle, 
Kessel und flache Oberflächen

Equipment round  horizontalObject:

Executive company:

Knauf Insulation GmbHProject address:

Exper-teK ExampleProject name:

CHECK INSULATION THICKNESS for surface temperature acc. to
VDI 2055-1

198,954.80Energy saving in € per year:

7.28Heat loss insulated in kW:

461.51Heat loss uninsulated in kW:

4

3

1.0600.063146.236.8100Power-teK WM 6402

1.0400.096327.7255.6100Power-teK WM 6601

Ftot
Operation
λ

Mean ° C
Boundary
layer ° C

s in mmInsulation materialLayer

Results

Insulation material

Result of thermal calculation

Temperature profile

Insulation Construction

No metal foil
0.00700
W/mK

1000 mm
Spacer, 30 x 3 mm with thermal
separation

Convection barrieType of executionSub-construction

Calculated with 8760 (h/a) and 0.05 (€/kWh)

200Insulation thickness in mm

3.60Wall thickness in mm:

5,000.0Length in m:

Execution parameters

2,000
.0

Diameter

0.0Wind in m/s: (Outdoor)

10.0Ambient temperature in °C:

0.260Emissivity

Steel,
galvanized
bright

Surface material:

400.0
Medium temperature in °
C:

5.20
Heat transfer
coefficient outside in
W/m²K

36.8
Surface temperature
in °C:

138.1Heat flow density in W/m²:

1,000Density in kg/m³:

4,186Heat capacity in J / (kgK):

WaterMedium:

www.exper-tek.online

Calculation performed with KNAUF Insulation 2/5/2019,Mr. Andreas Regel

EXPERTEK: WÄRMEDÄMMUNGSBERECH-
NUNGEN, ENERGIEEINSPARUNGEN – 
SCHNELL UND EINFACH!

WWW.EXPER-TEK.ONLINE

Rechenbeispiel



WIRED MATS 
KNAUF INSULATION POWER-TEK WM 640 GGA 

Type of Insulation: 
Mineral wool wired mat for the insulation of piping, boiler and tank systems, furnaces, components of 
waste incineration and chemical plants. 
The wired mat must have certification and CE marking in accordance with EN 14303. 

Facing: 
The wired mat shall have aluminium foil between the mineral wool and the wired mesh. 

Description: 
Mineral wool wired mat, stitched with galvanised wire onto galvanised wire mesh and aluminium foil 
between the mineral wool and the wired mesh. The mineral wool wired mat shall use a mainly bio-
based binder, e.g. Ecose Technology, contain no added formaldehyde and be certified under Eurofins 
Gold Indoor Air Comfort quality standards or equivalent. 

Main characteristics: 
1. Eurofins 
Certification Indoor Air Comfort: Gold Standard 

2. Fire 
The wired mats shall be non-combustible with the following reaction to fire according to  
EN 13501-1: A1.

3. Thermal 
The thermal conductivity λ-value shall be according to EN 12667: 
0,040 W/(mK) at 50 °C 
0,046 W/(mK) at 100°C 
0,063 W/(mK) at 200 °C 
0,085 W/(mK) at 300 °C 
0,112 W/(mK) at 400 °C 
0,146 W/(mK) at 500 °C 
0,192 W/(mK) at 600 °C 
The maximum service temperature is measured according to EN 14706 and shall be minimum  
640 °C. 

4. Chemicals 
AS quality, according to EN 13468: content of chlorides less than 10 ppm. 

5. Dimensional tolerances 
The dimensional tolerances class shall be T2, according to EN 14303. 

6. Other requirements 
Water vapour diffusion resistance coefficient µ-value, according to EN 14303: µ= 1. 
Water absorption, according to EN 1609: maximum 1 kg/m². 
Melting point of fibres, according to DIN 4102-17: ≥ 1000 °C. 
Longitudinal air flow resistance, according to EN 29053: ≥ 40 kPa·s/m² 

EN designation code: 
MW-EN14303-T2-ST(+)640-WS1-CL10 

Standard Dimensions: 
Wired mat length shall be: from 2000 mm to 6000 mm, depending on the thickness. 
Wired mat width shall be 500 or 1000 mm. 
Wired mat thickness shall be: 30, 40, 50, 60, 70, 80, 90, 100, 120 mm.

SPEZIFIKATIONSTEXTE, 
UM WERTVOLL ZEIT ZU 
SPAREN
VERWENDEN SIE UNSERE KNAUF INSULATION 
SPEZIFIKATIONSTEXTE IN .DOC-FORMAT! 
Freie und gebrauchsfertige Spezifikationstexte für 
die Produktpalette von Knauf Insulation Technical 
Solutions: Sparen Sie Zeit durch deren Verwen-
dung für Ihre Projekte und Ausschreibungen.

VORTEILE

�Spezifikationstexte in .doc-
Format, zum einfachen 
Kopieren und Einfügen in 
Ausschreibungen 

	� Kostenlos und jederzeit online 
auf www.ki-ts.com 

	� Neutrale Formulierung zur 
Verwendung in öffentlichen 
Ausschreibungen ohne direkte 
Erwähnung der Marke Knauf 
Insulation

	� In mehreren Sprachen verfügbar

PIPE SECTIONS 
KNAUF INSULATION THERMO-TEK PS PRO ALU 

Type of Insulation: 
Circular wound mineral wool pipe section for the insulation of heating and water pipes. 
The pipe section must have certifications and CE marking in accordance with EN 14303. 

Facing: 
The pipe section shall have a glass-fibre reinforced aluminium foil. 

Description: 
Wound and ground mineral wool pipe section with high-precision shape, faced with tear-resistant 
glass fibre reinforced aluminium foil. The mineral wool pipe section shall use a mainly bio-based 
binder, e.g. Ecose Technology, contain no added formaldehyde and be certified under Eurofins Gold 
Indoor Air Comfort quality standards or equivalent. To facilitate the installation on the pipe, the pipe 
section shall have a slight slit on the side opposite to the longitudinal opening. The longitudinal seam 
shall be closed with a self-adhesive overlap. 

Main characteristics: 
1. Eurofins 
Certification Indoor Air Comfort: Gold Standard 

2. Fire 
The pipe section shall be non-combustible with the following reaction to fire according to  
EN 13501-1: 
A2L-s1, d0 for external diameter ≤ 300 mm 
A2-s1, d0 for external diameter > 300 mm 
The fire resistance according to EN 13501-2 has to be EI 120 for walls/ceilings seals. 

3. Thermal 
The thermal conductivity λ-value shall be according to EN ISO 8497: 
0,033 W/(mK) at 10 °C 
0,035 W/(mK) at 40 °C 
0,037 W/(mK) at 50 °C 
0,044 W/(mK) at 100 °C 
0,052 W/(mK) at 150 °C 
0,062 W/(mK) at 200 °C 
0,073 W/(mK) at 250 °C 
The maximum service temperature is measured according to EN 14707 and shall be minimum  
500 °C. 

4. Chemicals 
AS quality, according to EN 13468: content of chlorides less than 10 ppm. 

5. Dimensional tolerances 
The dimensional tolerance class shall be T8 for pipes < 150 mm and T9 for pipes ≥ 150 mm external 
diameter according to EN 14303. 

6. Other certifications 
RAL certification; M1 classification. 

7. Other requirements 
Water vapour diffusion equivalent air layer thickness, according to EN 13469: Sd > 100 m. 
Water absorption, according to EN 13472: maximum 1 kg/m². 
Melting point of fibres, according to DIN 4102-17: ≥ 1000 °C. 

EN designation code: 
MW-EN14303-T8-ST(+)500-WS1-MV1-CL10 (external diameter < 150 mm) 
MW-EN14303-T9-ST(+)500-WS1-MV1-CL10 (external diameter ≥ 150 mm) 

Standard Dimensions: 
Pipe section length shall be 1200 mm.  
Pipe section internal diameter shall be between 15 and 324 mm according to the pipe outside 
dimension.  
Pipe section thickness shall be: 20, 25, 30, 40, 50, 60, 70, 80, 90, 100, 120 mm.



UNTERNEHMENSPROFIL
Knauf Insulation ist mit mehr als 40 Jahren Erfahrung einer der weltweit renommiertesten Namen in der Dämmstoff-Industrie und wächst weiterhin rasch. Über 5.500 Mitarbeiter in mehr als 
35 Ländern und 38 Produktionsstätten. Als Teil der Knauf-Gruppe im Familienbesitz bietet Knauf Insulation Technical Solutions Lösungen für die Kundenbedürfnisse in der Industrie, in Mari-
neanwendungen und im Bereich Heizung, Lüftung und Klimatechnik. Durch unser tiefgreifendes Marktverständnis und das Hintergrundwissen zu Dämmstoffen verfügen wir über ein breites 
Produktportfolio für Ihre besonderen Anforderungen. 

Alle Rechte vorbehalten, einschließlich der fotomechanischen Wiedergabe und der Speicherung in elektronischen Medien. Die kommerzielle Nutzung von Prozessen und Arbeitsaktivitäten, 
die in diesem Dokument vorgestellt werden, ist nicht erlaubt. Bei der Zusammenstellung der Informationen, Texte und Abbildungen in diesem Dokument haben wir größte Sorgfalt walten las-
sen. Fehler können jedoch nicht ausgeschlossen werden. Der Herausgeber und die Redakteure können keine rechtliche Verantwortung oder Haftung für fehlerhafte Informationen und daraus 
folgernde Konsequenzen übernehmen. Der Herausgeber und die Redakteure sind für Verbesserungsvorschläge und Hinweise auf Fehler dankbar.
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Knauf Insulation d.o.o. 
Varaždinska 140
HR-42220 Novi Marof
Tel. +385 42 401 300
ts@knaufinsulation.com
www.ki-ts.com

KONTAKT


