HP/A TABLES - ADHESIVE NOGGIN

Required Thickness (mm) of Fire-teK Beam and Column Slab
for a design temperature of 550°C

280

25mm- 268

260

65mm - 261
240

60mm 237
220

55mm - 215
200

50mm - 194
180

45mm - 176
160
40mm -159

140
R 65mm -139
20mm - 260
30mm -] 29 60mm -] 29
55mm-119
25mm -115 50mm- 110

80

120

Limiting section factor (m"')

60 20mm -103

40
20mm - 64

20

30 60 90 120

Fire resistance period (minutes)




HP/A TABLES - ADHESIVE NOGGIN

Required Thickness (mm) of Fire-teK Beam and Column Slab
for a design temperature of 600°C

280
60mm - 268

25mm- 268

260

240

50mm - 240
220

45mm-216
200

40mm - 194
180

35mm - 174

160 65mm -163

EOREE 60mm -151
140

20mm - 268 55mm - 140

20mm - 260 25mm - 139

50mm - 129
120

Limiting section factor (m"')

45mm-119
40mm - 109
35mm - 100

100

30mm - 91
80 sl = V)

60

40 20mm - 74

20

30 60 90 120

Fire resistance period (minutes)




HP/A TABLES - ADHESIVE NOGGIN

Required Thickness (mm) of Fire-teK Beam and Column Slab
for a design temperature of 650°C

280

25mm- 268
260

50mm - 268

240

220

200

65mm -192
180
60mm -177

160 55mm - 164

50mm - 151

140
20mm - 268 45mm - 138
20mm - 260
40mm - 127
120

Limiting section factor (m’')

35mm- 116

30mm - 105
100

25mm - 95

80

60 20mm - 149

20mm - 86
40

20

30 60 90 120

Fire resistance period (minutes)




HP/A TABLES - WELDED PIN

Required Thickness (mm) of Fire-teK Beam and Column Slab
for a design temperature of 550°C

280

260 65mm - 267
60mm - 250
55mm - 222
200

50mm - 197
180
45mm - 175
160
40mm - 156 65mm -154
140
60mm -141
35mm - 138
55 - 129
30mm - 122 50mm - 117
100 25mm - 108 45mm - 107

40mm - 97

80 35mm - 88
30mm -79
25mm - 71

240

220

Limiting section factor (m?)

60
20mm - 95

40
20mm - 63

20

30 60 90 120

Fire resistance period (minutes)




HP/A TABLES - WELDED PIN

Required Thickness (mm) of Fire-teK Beam and Column Slab
for a design temperature of 600°C

280
260
240
220
200

180
65mm -181

160 60mm -165

140 55mm - 150

30mm - 143
50mm - 136

Limiting section factor (m?)

120 25mm - 126 45mm - 123

40mm- 111

100
35mm - 100

30mm - 90
80

25mm - 81

60

40 20mm - 72

20

30 60 90 120

Fire resistance period (minutes)




HP/A TABLES - WELDED PIN

Limiting section factor (m?)

Required Thickness (mm) of Fire-teK Beam and Column Slab
for a design temperature of 650°C

280

260

240

220

200

180

160

140

120

100

80

60

40

20

20mm - 267

30

50mm - 267

20mm - 267 25mm - 146

20mm - 127

60 90

Fire resistance period (minutes)

60mm -192

55mm - 174

50mm - 157

45mm - 142

40mm - 128

35mm-115

30mm - 102
25mm - 91

20mm - 81

120
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