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Klasa izloženosti

vodi / vlazi

Austrija

Richtlinie Bauwerksabdichtung

ÖNORM B 3692

Nemačka

Deutsches Institut für Normung

DIN 18533-1



Pregled sistema

AQUAPANEL® cementna ploča
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KNAUF AQUAPANEL ®

▪ AQUAPANEL ® kao deo Knauf Grupe;

▪ Sedište menadžmenta: Dortmund, Nemačka;

▪ Proizvodni pogoni: Iserlohn, Neuburg, Novomoskovsk, Volos;

▪ Prodaja 2022.: više od 10 Mil. 𝑚2;

▪ Tržišni lideri u cementnim pločama;

▪ Preko 50.000 referentnih objekata širom sveta.

Ukratko o AQUAPANEL® firmi:



AQUAPANEL® 

cementna ploča

OUTDOOR

AQUAPANEL® 

cementna ploča

SKYLITE
Spoljni zidovi i obloge

Spoljni i unutrašnji 

plafoni



AQUAPANEL® 

cementna ploča

INDOOR

AQUAPANEL® 

cementna ploča

ROOFTOP
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Unutrašnji zidovi i 

obloge
Ravni krovovi



AQUAPANEL®  

armirana mreža od 

staklenih vlakana

Portland cement AQUAPANEL® perlit Voda i aditivi

Svojstvo svih AQUAPANEL®  cementnih ploča!



Otporno na gljivice i plesan!

ODNOSI SE NA SVE AQUAPANEL® PLOČE



Kada gips, kada cement?

Suvi prostori

( dnevne prostorije )

Vlažni prostori
Mokri prostori

( sobe sa konstantnim 

uticajem vode i vlage )

Gipsana ploča Impregnirana gipsana ploča Aquapanel cementna ploča



Odlučujući kriterijum?

Mokri prostori i vlaga Budj i plesan Gubitak na kvalitetu



Spušteni plafoni u 

eksterijeru

AQUAPANEL® cementna ploča 

Outdoor i SkyLite
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Konstrukcija

KNAUF 

PROFILI C3, C5

ALUMINIJSKA 

POTKONSTRU-

KCIJA

DRVENA 

POTKONSTRU-

KCIJA



NAPOMENA / PLAFONI U EKSTERIJERU

± 1,5 kN/m² ± 25m ≤ 1,5 kN/m² ≤ 25m



MONTAŽA

• AQUAPANEL® UVEK MONTIRAMO NA 

KNAUF PROFILE I PRIBOR SA 

DODATNOM ZAŠTITOM OD KOROZIJE:

• KNAUF C3 (crni)

• KNAUF C5 (plavi)

• Postoji norma kad koje koristimo:

SRPS EN13964, Tabele 7 i 8



AQUAPANEL® Maxi vijci

Antikorozivni,

Sertifikovani,

Posebni za drvo,

Posebni za metal do 0,7 mm,

Posebni za metal do 2 mm,

Posebni za aluminijum,

Potrošnja minimalno 25 kom / m².

AQUAPANEL® traka (10 cm)

Otporna na hemikalije,

Težina 160g/ m²,

Veličina okna mreže 4 x 4 mm,

Debljina 0,5 mm,

Potrošnja 2,1 m/ m².

AQUAPANEL® bela masa za armiranje i 

gletovanje

Kompatibilna za Outdoor ploču, ali samo 

za područje plafona,

Minimalna debljina sloja je 4 mm,

Negorivi materijal,

Potrošnja materijala 0,7 kg/m²/mm,

AQUAPANEL® mreža za armiranje

Otporna na hemikalije,

Težina 160g/ m²,

Potrošnja 1,1 m1/ m².

AQUAPANEL® masa za ispunu spojeva

Sušenje materijala 24h,

Negorivi materijal,

Potrošnja materijala 0.7 kg/ m².

AQUAPANEL® temeljni premaz 

Primena za plafone kod eksterijera i 

enterijera,

Vreme sušenja oko 12h.

Potrošnja 60 g / m².



AQUAPANEL® Maxi vijci

Antikorozivni,

Sertifikovani,

Posebni za drvo,

Posebni za metal do 0,7 mm,

Posebni za metal do 2 mm,

Posebni za aluminijum,

Potrošnja minimalno 25 kom / m².

AQUAPANEL® traka (10 cm)

Otporna na hemikalije,

Težina 160g/ m²,

Veličina okna mreže 4 x 4 mm,

Debljina 0,5 mm,

Potrošnja 2,1 m/ m².

AQUAPANEL® SkyLite masa za ispunu 

spojeva i armiranje površina

Sušenje materijala 24h,

Negorivi materijal,

Debljina sloja enterijeri 3 mm 

(1,56 kg/m²),

Debljina sloja eksterijeri 4 mm (2,08 

kg/m²),

AQUAPANEL® SkyLite mreža za 

armiranje

Otporna na hemikalije,

Težina 1625/ m²,

Primena samo za enterijere

Potrošnja 1,1 m1/ m².

AQUAPANEL® SkyLite masa za ispunu 

spojeva i armiranje površina

Sušenje materijala 24h,

Negorivi materijal,

Potrošnja materijala za spojeve 0.7 kg/ 

m².

AQUAPANEL® temeljni premaz 

Primena za plafone kod eksterijera i 

enterijera,

Vreme sušenja oko 12h.

Potrošnja 60 g / m².



NAPOMENA ZA

ZAVRŠNI PREMAZ

Zavisno od namene i zahteva, mogu se

koristiti boje na bazi vodene emulzije, boje

na bazi silikatne emulzije ili lateks boje.

NAPOMENA:

Ako je u pitanju primena na plafone

unutrašnjih bazena tada nakon armiranja

površine treba odabrati odgovarajuću

specijalnu boju za bazene, emulzije na

bazi vode, polimerne smole, emajli na bazi

epoksida. Potvrdu kompatibilnosti potražiti

od proizvođača boje.



Primena sistema u 

enterijeru

AQUAPANEL® cementna ploča 

Indoor
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AQUAPANEL® CEMENTNA PLOČA INDOOR

Težina po m²

Debljina

Dimenzije

Radijus savijanja

Klasa gorivosti

Vodopostojana

Otporna na gljivice

Otporna na plesan

11 kg

12,5 mm

Mnogo dimenzija

≥ 1 m 

A1

100%

Da

Da



AQUAPANEL® Cementna ploča Indoor

UNUTRAŠNJI 

SPUŠTENI 

PLAFONI

UNUTRAŠNJI 

PREGRADNI 

ZIDOVI



Polja primene 

Aquapanel 

cementne ploče 

Indoor



BAZENI PARNE SAUNE

SVLAČIONE
OPERACIONE SALE 

I LABORATORIJE

TUŠ ZONE
INDUSTRIJSKE 

KUHINJE



MONTAŽA 

JEDNOSTRUKA 

I DVOSTRUKA 

POTKONSTRU

KCIJA

ZIDNA 

OBLOGA

OBOSTRANO 

OBLAGANJE 

ZIDA

PREGRADNI 

ZID

DRVENA 

POTKONSTR-

UKCIJA

LUČNI 

ZIDOVI



ZAVRŠNE OBRADE

• BOJA

• KERAMIČKE PLOČICE

• KAMEN...



PRIMENA – OUTDOOR / INDOOR

Indoor Outdoor

11 kg/m² 16 kg/m²

U zatvorenom prostoru od 

male važnosti

Veći stepen 

vodoodbojnosti; Manje 

aktivne usisne pore; Veća

otpornost na smrzavanje-

odmrzavanje

U zatvorenom prostoru od 

male važnosti

Različiti sastav agregata 

(gusta struktura); Veći

modul elastičnosti

(otpornost na opterećenja

vetrom, bez efekta

treperenja)



PRIMENA – OUTDOOR / INDOOR

Indoor Outdoor

Manji modul elastičnosti; 

Otklanjanje unutrašnjeg

naprezanja da bi se izbegle

pukotine ispod keramičkih

obloga; Standardno nosi 50 

kg pločica/m²

U spoljašnjem prostoru

nema značaja, jer se vrši

kompletno armiranje 

površine; Standardno nosi

40 kg pločica/m²

Ispuna fuga PU lepkom; 

Alternativa – ispuna masom 

Ispuna masom za ispunu 

fuga



PRIMENA – OUTDOOR / INDOOR

OUTDOOR INDOOR



Fasade

AQUAPANEL® cementna ploča 

Outdoor
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WL132C.1 WK132C.2

WM411C.3 WM412C.1 

WM411C.1 WM411C.2



WM111C.1 WM111C.2

WM422C.1 WM122C.1

WT121C.1 WT222C.1





KADA KOJI SISTEM 

KORISTITI?

Zavisi od:

• Fizike zgrade,

• Visine zgrade,

• Visine zidova,

• Dimenzijama fasade,

• Opterećenja vetra na fasadu,

• Zaštite od buke,

• Protivpožarnosti,

• U vrednosti,

• Završne obrade.



ZAŠTO KNAUF FASADNI ZID SA AQUAPANEL® TEHNOLOGIJOM?

Sistem zida
U- vrednost 

≤ 0,20W (m² K)

Težina zida

Kg/ m²

Knauf AQUAPANEL® 
fasadni zid

+obrada zidova

28,5 cm

(CW125+40ZwD+cw75)

(Izolacija 24 cm WLG 035)

Otprilike

60- 90 kg

Betonski blok

+ obrada zida unutra i 
spolja (2,5 cm)

42.5 cm

Otprilike

180 kg

Blok

+ obrada zidova unutra i 
spolja (3,5 cm)

46 cm 

Otprilike

230 kg



ZAŠTO KNAUF FASADNI ZID SA AQUAPANEL® TEHNOLOGIJOM?
E

K
O

N
O

M
IČ

N
O

S
T Povećanje prostora

Brža gradnja/ 
montaža

Ostali ekonomski 
aspekti

O
D

R
Ž

IV
O

S
T Primarna redukcija 

energije

Niže emisije CO2

Smanjena upotreba 
prirodnih resursa / 
manje onečišćenja

Više slobode u 
dizajnu

Bolje seizmičke 
performanse

Brza i jednostavna 
obnova

K
A

R
A

K
T

E
R

IS
T

IK
E



• AQUAPANEL® UVEK MONTIRAMO 

NA KNAUF PROFILE I PRIBOR SA 

DODATNOM ZAŠTITOM OD 

KOROZIJE:

• KNAUF C3 (crni)

• KNAUF C5 (plavi)

• Postoji norma kad koje koristimo:

SRPS EN13964, Tabele 7 i 8

MONTAŽA NA KNAUF METALNU 

POTKONSTRUKCIJU



ZAVRŠNA 

OBRADA



Department | Project | Author | Date





Lepljenje kamena prema DIN 18515-1 standardu

Površina: ≤ 0,12 m² Dužina ploče kamena: ≤ 0,49m

Debljina: ≤ 0,030m npr: Format: 49x24x3cm



Oblaganje ravnog 

krova

AQUAPANEL® cementna ploča 

Rooftop
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Nosiva ploča Pokrovna ploča
12,5 mm

16,5 kg

Na izolaciju 6 mm

10,5 kg

Na limenu 

potkonstrukciju



KAO DEO BILO KOJEG SISTEMA U RAZLIČITIM KOMBINACIJAMA PRIMENE



PRIKAZ JEDNOG OD SISTEMA



Rezultati pokazuju, kada

se AQUAPANEL®

cementna ploča Rooftop

6 mm koristi kao pokrovna

ploča, količina ugiba pa

time i rizik od oštećenja se

znatno smanjuju,

nezavisno od korišćenja

izolacijskog materijala.

Ovo ne samo što štiti

hidroizolaciju i izolaciju,

već štiti i celovitost

celokupnog sistema.

• U kombinaciji s kamenom mineralnom vunom (90 kPa) debljine 120 mm za 208%,

• U kombinaciji s PIR-om (120 kPa), AQUAPANEL® (6 mm) podnosi sile čak i do 3,25 kN.

+89%

+208%

2,51kN

+136%

+124%

1,48kN

0,66kN

0,88kN
0,82kN

3,25kN

2,08kN

1,72kN

Tačkasto opterećenje

za ugib od 5mm [kN]

Kamena mineralna vuna (60kPa) EPS (150kPa) Kamena mineralna vuna (90kPa) PIR (120kPa)

bez pokrovne ploče sa pokrovnom pločom



AQUAPANEL® u 

kombinaciji s različitim 

vrstama mineralne vune

AQUAPANEL® u 

kombinaciji s PIR-om

AQUAPANEL® u 

kombinaciji s TPO, PVC, 

…

AQUAPANEL® u 

kombinaciji s bitumenom

AQUAPANEL® u 

kombinaciji s EPS-om
AQUAPANEL® u 

kombinaciji s bilo kojim 

modelom parne brane





PREKO 50.000 

REFERENTNIH OBJEKTA



Sallanches Aquatic Centre, Mont Blanc, France / BVL architecture / 2020.



Chinese Opera House, Hong Kong / Bing Thom Architects / 2018.



Elbphilharmonie, Hamburg, Germany / Herzog & de Meuron / 2016.



Public Swimming Pool, Pula, Croatia



Hotel Royal, Čačak, Serbia



HOTEL PRESIDENT, Čapljina



Restoran QK, Žičara Lovćen / LXXVI d.o.o., 2022.



Radnidnički univerzitet Novi Sad, Vega IT / Lazar Kuzmanov 



SkenderBRICK, Sarajevo / Studio ZEC d.o.o



Epic Games, Novi Sad / A3 Architects Beograd



HVALA NA 

PAŽNJI!


