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SUBJECT: Summary of classification of Rectangular horizontal steel duct insulated
by single layer of mineral wool Fire-teK BD 908 ALU, thickness of 60 mm and
Rectangular horizontal steel duct insulated by single layer of mineral wool Fire-teK
BD 912 ALU, thickness of 60 mm.

Sponsor, KNAUF INSULATION d.o.o., Varazdinska 140, 42220 Novi Marof,
Croatia, confirms that products Rectangular horizontal steel duct insulated by
single layer of mineral wool Knauf Insulation HBD F08 AluR, thickness of 60 mm
and Rectangular horizontal steel duct insulated by single layer of mineral wool
Knauf Insulation HBD F12 AluR, thickness of 60 mm are identical with products
Rectangular horizontal steel duct insulated by single layer of mineral wool Fire-teK
BD 908 ALU, thickness of 60 mm and Rectangular horizontal steel duct insulated
by single layer of mineral wool Fire-teK BD 912 ALU, thickness of 60 mm.

The element, Rectangular horizontal steel duct insulated by single layer of mineral
wool Fire-teK BD 908 ALU, thickness of 60 mm, is classified according to the
following combinations of performance parameters and classes as appropriate.

Fire resistance classification:
E 30 (ve hoi «<0) S; El 45 (ve hoi «<0) S;
El 30 (ve hoi «<0) S;
E60 (vehoo —i)S; EI90 (ve hoo — i) S;

The element, Rectangular horizontal steel duct insulated by single layer of mineral
wool Fire-teK BD 912 ALU, thickness of 60 mm, is classified according to the
following combinations of performance parameters and classes as appropriate.

Fire resistance classification:
E 60 (ve hoi «<0) S; EI 60 (ve hoi «<0)S;
El 120 (hove o — i) S;
El180 (ve 0o — i) S;EI90 (vei —0) S
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This document was elaborated on the basis of the request of the sponsor and
contains combinations of performance parameters and classes. All information
details of the products are described in following documents: FIRES-CR-208-16-
AUNE, FIRES-CR-209-16-AUNE, FIRES-JR-145-16-NURE and FIRES-JR-146-16-
NURE.
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