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Thickness (mm)

U-value (W/m2K)

Reinforced Concrete (RC)
Floor Slab 150 - 300mm
2.500 (W/mK)

Precast plank 150mm
1.300 (W/mK)

295 (220+75) 0.12 0.12

270 (220+50) 0.13 0.13

220 0.15 0.15

185 0.18 0.18

160 0.21 0.20

130 0.25 0.25
Note: Calculated with 50mm Screed finish k=1.150 and 1 steel fixing per slab.

Thickness (mm)

U-value (W/m2K)

Reinforced Concrete (RC) 
Floor Slab 150 - 300mm
2.500 (W/mK)

Precast plank 150mm
1.300 (W/mK)

295 (220/6*+**75) 0.12 0.12

270 (220/6*+**50) 0.13 0.13

220/6* 0.15 0.15

185/6* 0.18 0.18

160/6* 0.21 0.20

130/6* 0.25 0.24
Note: Calculated with 50mm Screed finish k=1.150 and 1 steel fixing per slab. Thermal conductivity of facing board = 0.240 W/mK. 

* The / 6 is for the cement fibre flat sheet **denotes standard product.
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USING ROCKSILK® SOFFIT LINERBOARD STANDARD TO AN EXPOSED SOFFIT.

USING ROCKSILK® SOFFIT LINERBOARD EXTRA TO AN EXPOSED SOFFIT.
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For any U-value calculations for alternative construction build-ups, please contact our 
Technical Support Team on 01744 766 666 or visit our online tool at knaufinsulation.co.uk/uvalue-calculator
For written U-value calculations, please email details of your full construction build-up to technical.uk@knaufinsulation.com and we will 
respond accordingly to meet your requirements. 




