
  Packaging For A Better World mark  
reinforcing packaging sustainability 
credentials

  ECOSE® technology key messages  
highlighting the benefits to end-user

  Thermal and Acoustic icons to  
help choose the right product  
for the right application

  Knauf Insulation logo big and bold for better 
brand visibility

  Name of product big and clear for  
easier product identification

  Euroclass A1 Non-combustible logo  
and wording for fire safety  
assurance and compliance

  Colour-coded thermal  
conductivity groups 

  Clear labelling of key product  
information and certifications   
for easier identification  
and compliance

knaufinsulation.com

THICKNESS (mm)

100
LENGTH (mm) WIDTH (mm)

11250
λD (W/mK)

0.040
RD (m2K/W)

2.50
MATERIAL
GLASS 
MINERAL WOOL2x570 12.825

AREA (m2)

Loft Roll 
ThiB
0086 03 EN 13162:2008
MW-EN-13162-T1
0123-CPR - 2013/07/10
http://goo.gl/GN90W

Loft Roll 
ThiB
0086 03 EN 13162:2008
MW-EN-13162-T1
0123-CPR - 2013/07/10
http://goo.gl/GN90W

2404167

12
34

56
78

90

Loft Roll 40 (Combi-cut)

EUROCLASS REACTION TO 
FIRE CLASSIFICATION A1

Knauf Insulation Ltd, PO BOX 10, Stafford Road, St.Helens. WA10 3NS  UK 
+44 (0)1744 766600  www.knaufinsulation.co.uk  
Authorised representative in the EU; Knauf Insulation AB, Gardatorget 1, 41250 Goteborg, Sweden 

NEW GLASS ROLL PACKAGING DESIGN



NEW ROLL PACKAGING
Earthwool® 
Loft Roll 44

Loft Roll 44

Earthwool® 
Loft Roll 40

Loft Roll 40

Earthwool® 
Rafter Roll

Rafter  
Roll 32

Earthwool® 
FactoryClad 40

FactoryClad  
Roll 40

Earthwool® 
FrameTherm® 

Roll 40

FrameTherm® 
Roll 40

Earthwool® 
FrameTherm® 

Roll 35

FrameTherm® 
Roll 35

Earthwool® 
FrameTherm® 

Roll 32

FrameTherm® 
Roll 32

Earthwool®  
OmniFit®  

Roll 40

OmniFit®  
Roll 40

Earthwool®  
OmniFit®  

Stud

OmniFit®  
Roll 34

Earthwool® 
Acoustic Roll

Acoustic 
Roll
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  Thermal and Acoustic icons to  
help choose the right product  
for the right application

   Packaging For A Better World mark  
reinforcing packaging sustainability 
credentials

  ECOSE® technology key messages  
highlighting the benefits to end-user

knaufinsulation.com

THICKNESS (mm)

100 LENGTH (mm) WIDTH (mm)

1200

RD (m2K/W)

3.13
λD (W/mK)

0.0326
455 3.276

AREA (m2)

PIECES PER PACK

715829

12
34

56
78

90

DriTherm® Cavity Slab 32

EUROCLASS REACTION TO 
FIRE CLASSIFICATION A1

DriTherm® Cavity Slab 
ThiB
0086 03 EN 13162:2008
MW-EN-13162-T1
0123-CPR - 2013/07/10
http://goo.gl/GN90W

DriTherm® Cavity Slab 
ThiB
0086 03 EN 13162:2008
MW-EN-13162-T1
0123-CPR - 2013/07/10
http://goo.gl/GN90W

Knauf Insulation Ltd, PO BOX 10, Stafford Road, St.Helens. WA10 3NS  UK 
+44 (0)1744 766600  www.knaufinsulation.co.uk  
Authorised representative in the EU; Knauf Insulation AB, Gardatorget 1, 41250 Goteborg, Sweden 

GLASS 
MINERAL WOOL

MATERIAL

NEW GLASS SLAB PACKAGING DESIGN
  Knauf Insulation logo big and bold for better 

brand visibility

  Name of product big and clear  
for easier product identification

  Euroclass A1 Non-combustible logo  
and wording for fire safety  
assurance and compliance

  Colour-coded thermal  
conductivity groups 

  Clear labelling of key product  
information and certifications   
for easier identification  
and compliance



NEW SLAB PACKAGING

Earthwool® 
DriTherm® Cavity Slab 37

DriTherm® Cavity Slab 37

Earthwool®  
DriTherm® Cavity Slab 34

DriTherm® Cavity Slab 34

Earthwool®  
DriTherm® Cavity Slab 32

DriTherm® Cavity Slab 32

Earthwool® 
OmniFit® Slab

OmniFit® Slab 35

Earthwool® 
Timber Frame Party Wall Slab

Timber Frame Party Wall Slab

Earthwool® 
Masonry Party Wall Slab

Masonry Party Wall Slab

O
LD

 P
A

C
K

N
EW

 P
A

C
K



  Packaging For A Better World mark  
reinforcing packaging sustainability 
credentials

  Euroclass A1 Non-combustible logo  
and wording for fire safety  
assurance and compliance

  ECOSE® technology key messages  
highlighting the benefits to end-user

  Knauf Insulation logo big and bold  
for better brand visibility

  Name of product big and clear  
for easier product identification

 Rocksilk® brand introduced 

  Clear labelling of key product  
information and certifications   
for easier identification  
and compliance

knaufinsulation.com

NEW ROCK SLAB PACKAGING DESIGN

THICKNESS (mm)

Knauf Insulation Ltd, Chemistry Lane, Queensferry, CH5 2DA UK +44 (0)1244 525500  
www.knaufinsulation.co.uk  
Authorised representative in the EU; Knauf Insulation AB, Gardatorget 1, 41250 Goteborg, Sweden 

Rocksilk® RainScreen Slab

100
A1

640914

Rocksilk® RainScreen Slab 
ThIB - 0751-03 
EN13162:2012+A1:2015 
MW EW13162 - T4 - DS(70,90) - WS - MU1 
R4208MSCPR - http://dopki.com/R4208MS

Rocksilk® RainScreen Slab 
ThIB - 0086-21
EN13162:2012+A1:2015 
MW EW13162 - T4 - DS(70,90) - WS - MU1 
RU208MSCPR - http://dopki.com/RU208MS

Production Date B 1135

S{datetime.%H:%M:%S}

AREA per PACK (m2)

RD (m2K/W)

MATERIAL

λD (W/mK)

SLABS PER PACK

LENGTH (MM)

WIDTH (MM)

ROCK MINERAL WOOL

2.880
600

1200

2.90
0.034

4
EUROCLASS REACTION TO 
FIRE CLASSIFICATION 



NEW SLAB PACKAGING

Earthwool®  
Rainscreen Slab

Rocksilk® Rainscreen Slab

Earthwool® 

 Flexible Slab

Rocksilk® Flexible Slab

Earthwool® 

 Fabrication Slab

Rocksilk® Fabrication Slab

Earthwool® 

 Building Slab RS45

Rocksilk® RS45

Earthwool® 

 Building Slab RS60

Rocksilk® RS60

Other Earthwool® Slabs

Other Rocksilk® Slabs

KINE4526DOC-V0421
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