TYPICAL U-VALUES
USING ROCKSILK®FLAT ROOF SLAB WITH SINGLE PLY MEMBRANE

U-value (W/m2K)

150mm concrete 19mm 0SB,

40mm screed 100mm fimber joists
Rocksilk® Flat Roof Slab thickness (mm)  13mm ploster Profiled metal deck 12.5mm standard plasterboard
360 (2x180) 0n 0on 0.10
325(180+145) 0.12 012 0l
290 (2x145) 0.13 013 0.13
245 (145+100) 0.15 0.16 0.15
200 (2x100) 0.19 019 0.18
180 0.21 021 0.19

USING ROCKSILK®FLAT ROOF SLAB EXTRA WITH SINGLE PLY MEMBRANE

U-value (W/m?K)

150mm concrete 19mm 0S8,

Rocksilk® Flat Roof Slab Extra 40mm screed 100mm fimber joists
thickness (mm) 13mm plaster Profiled metal deck 12.5mm standard plasterboard
300 (2x150) 0.13 013 0.12

275 (150+125) 0.14 0.14 0.13

250 (2x125) 0.15 016 0.15

230 (125+105) 0.17 017 0.16

210 (2x105) 0.18 019 017

190 (2x95) 0.20 0.20 0.19

For any U-value calculations for alternative construction build-ups, please contact our
Technical Support Team on 01744 766 666 or visit our online tool at knaufinsulation.co.uk/uvalue-calculator

For written U-value calculations, please email details of your full construction build-up to technical.uk@knaufinsulation.com and we will
respond accordingly to meet your requirements.




